PISTON PUMPS

M Flange Mtg.:A3BHG145-FR07K-E1D/E2D/U1D/U2D/J1D
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Discharge Port : 5 Hex. Soc.
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“B” Deep / Attachment Side
4 Places 50.8\ Suction Port “A” Thd. “B” Deep
266.5 | 63 Dia. 4 Places % 1. Remove the plug (6 Hex. Soc.), install piping with refering to the instructions “Pilot Piping” on page 154.
View Arrow X 2. Install the pump so that the "Filling Port" is at the top.
. Connecting | Pipe Flange
Model Numbers A | B @ D|E |F H J K L| N P Q R S T || Mounting Flange Port Threads
A3HGI45-FROTK-EID/EZD | M12 | 22 |M27X2 [ 92 | 9 |70 (450005 |48.5%09%% | 180 0ogs | 82| M16 |36 | 14§00y | 1584 [ 18 | 35 | Conforms 018030192 Metric | Metric
AHGISFROK-UID | KRG | 21 | G 3/ | 75 [12.7)56|44.45 01514939 9 o[ 152.4 9 s | 67 32 | 111179 | 161.6 | 21.5 | 39 || Conforms 0180 3019-1| Unified | Unified
ASHGI45-FROTK-U2D | M12 |22 | G3/4 | 75 [12.7]56 |44.45 554939 § 411524 § o5 | 67 51%1(1:3 32 [11.11%9%% | 161.6 | 21.5 | 39 | Conforms01S03019-1| BSPP | Metric
A3HG145-FROTK-T1D MI2 |22 | G3/4 | 75 [12.7)56 |44.45.005|49.39 0 15| 152.4 Oos | 67 32 (111179 | 161.6 | 21.5 | 39 ||Conforms 01S03019-1]  Rc | Metric

M Flange Mtg.:A3HG 180-FRO7K-E1D/E2D/U1D/U2DAIID .
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297.5 Y 1. Remove the plug (6 Hex. Soc.), install piping with refering to the instructions “Pilot Piping” on page 154.
View Arrow X 2. Install the pump so that the "Filling Port" is at the top.

q Connecting | Pipe Flange
Model Numbers A H J K N B Q R Mounting Flange Port Threads

A3HGI80-FROTK-E1D/E2D 4510008 148.5709%5 | 180 § 463 36 | 145043 Conforms 10150 3019-2| Metric | Metric
A3HGI80-FRO7K-UID 44450 05149.39 0 15 152.4 § o5 32 [ 1111759 Conforms t0 180 3019-1 | Unified | Unified
A3HGI80-FRO7K-U2D 44450 5149.39 5 111524 0 s 32 (1111499 Conforms t0103019-1| BSPP | Metric
A3HGI180-FROTK-J1D 44450 0549.39.0 15| 152.4 0 45 32| 1111499 Conforms t0[S03019-1|  Re | Metric

M Pilot Port
Pilot Port is common to that of “A3HG16-FRO7K-E1C/U1C/U2C/J1C” (except the height dimension from the center of the pump).
Refer to page 179 for the dimensions of Pilot Port.

M Drain Port

Drain Port is common to that of pressure compensator model.Refer to page 174 or 175 for the dimensions of Drain Port.

M Foot Mtg.:A3HG145-LR07K-E1D/E2D/U1D/U2D/J1D, A3BHG180-LR07K-E1D/E2D/U1D/U2D/J1D

Mounting bracket is common to that of pressure compensator model.
Refer to page 174 and 175 for the dimensions of mounting bracket.
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